
Item no. Description Response By Date Status

1.00
I am requesting a copy of the State Modifications from 
the Rocky Hill Vessel Project.

Christopher 
Szylobryt, BO

9/26/2025 CLOSED

1.10
Submit an FOI request on our site located 
here: https://portal.ct.gov/das/communications/making-a-
freedom-of-information-request-through-das?language=en_US

OSBI 10/1/2025

2.00

I would like to hear the OSBI interpretation of the 
“Dressing Hallway”  as it is not labeled a bathroom. 
Plans also have a note indicating no locks on doors. 
These two both counteract parts 3 & 4 of IBC 1016.2.

Christopher 
Szylobryt, 

BO
9/26/2025 CLOSED

https://portal.ct.gov/das/communications/making-a-freedom-of-information-request-through-das?language=en_US
https://portal.ct.gov/das/communications/making-a-freedom-of-information-request-through-das?language=en_US
https://portal.ct.gov/das/communications/making-a-freedom-of-information-request-through-das?language=en_US


2.10

These areas are bathrooms as shown on the plan.

The NEC defines a bathroom as “An area including a 
sink with one or more of the following: a toilet, a urinal, 
a tub, a shower, a bidet, or similar plumbing fixtures.” 
These layouts contain a shower and a sink in the same 
area.

2017 ANSI A117.1 Section 1103.11.2 states the “toilet 
and bathing fixtures shall be in a single 
toilet/bathing area, such that travel between fixtures 
does not require travel through other parts of the unit.” 
Commentary adds that it does not prohibit the 
accessible elements from being located in different 
rooms within the same area for privacy (such as the 
toilet compartment in this case).

IBC Section 1016.2, Item prohibits egress from 
dwelling units or sleeping areas through bathrooms, 
regardless of locks. Commentary confirms the 
concern is future potential locking devices. Assuming 
this project has the same unit configurations as 
Cheshire, Rocky Hill and Simsbury, NEC Article 
240.24(E) prohibits locating overcurrent devices in 
bathrooms.

OSBI 10/1/2025



3.00

Typical floor Assembly has a Vecta Design Fabric 
Ceiling. The product itself is UL test, And the floor 
assembly F on G-004 is tested based on EJ Intertek E119 
S5690.01-121-24. Using 8” stud while construction is 
using 10” stud

Christopher 
Szylobryt, 

BO
9/26/2025 OPEN

3.10

Vessel has contracted with Intertek to perform testing 
on the various assemblies. We are currently awaiting 
the submission of the comprehensive reports for 
review before making a determination of compliance.

OSBI 10/1/2025

4.00

I have requested the install of rated shafts; I was 
provided with multiple EJ’s from 3m with listed products 
for applications. I would request that a 3M representee 

preform 3rd party inspections that the products are 
being installed correctly.

Christopher 
Szylobryt, 

BO
9/26/2025 CLOSED



4.10

The use of a manufacturer representative to perform 
inspections is not prohibited by the CSBC. However, 
one must qualify them to perform the inspections and 
testing. Since the inspection of firestop assemblies is 
more of a special inspection, Section 1703.1 outlines 
the criteria for the agency and Section 1704.2.1 
provides guidance on what to look for in the personnel 
for experience and training.

OSBI 10/1/2025


